2N

<

éﬁ"
&

Approved For Release 2008/06/25 : CIA-RDP82-00457R011300190006-4 C//} d 7»{)

!

-
s
/

CLASSIFICATION %%?Mﬂ TIAL

CENTRAL INTELLIGENCE AGENCY RZPORT

INFORMATION REPORT cpno. o

25X1
COUNTRY  Poland ’ DATEDISTR. 2 April 1952
SUBJECT  Dobrek Coke Flant NO. OF PAGES 2
PLACE - Nafo. OF ENCLS.
ACGUIRED ISTED DELOW) 25X1
DATE OF SUPPLEMENT TO
INFO. ULATE  RerorTnO
THIS IS UNEVALUATED INFORMATION 25X1
The Eohrek coke nlent has twon batteries oith 45 ovens each.¥% The ovans
ars hoated with blast frrnece ras (Giechtems). One of Lihe hatteriss 25X1

Fia~en,

Faeh ehamr
Ledrun rse

tinistry Jor detallurgical Irdustry to ell #eal zmines.
nre assi
nines 3'%
with osal c;ntn‘"‘v* s larre anount »f gas snd usable for oske ~rouuction
srly in mixtures —ith eoal of hisher cusiity.

it by Otto, Bochum, =nd the siher by Didisr-Korsr-fiinselmann,
Eath batterizs were built telare Wnrld War [I, The dirensions

£

AF the aven caambers (Ksmmern) s-ez

fenoths 12.5 reters
fleionis 4.0 meters
il itu. ’)_/.5 —ate s

£ ub a anscity of 19,35 tons 2 dry enal. fefirnine time
-xt) is 21 hours.

falh beiteries Louetir Drocess 1.700 sone of gosl mer day, 3 yield
Ia cutie mabirs nar ton 2F e2al with A& heating -ourer o 3 keal

rer nes {normal 2w ic meter, i.e, st TH0 omoand 00 Centierade

caal is 2 miviure »f enel fron fur dHflerent =i

"tl.n river, below, The quality numbers a-e aszisred
Natbers 15 5 and 3‘

1ad o mines ylelding the hishest guslity eoke coal; 3L designntes
idirg guod blast furrace coke ooal; 33 nnd below desimste mines

“ine Goatzined Luallty Humber

Anna 34

Glivice 33
Victorie 36

Asrcel 34,

Document No,

%::

I%:{ Changs 1

Deelpncifibs

:Z—'a's Lhanzed Tor T8 (3 25X1 |

Cegal o

Approved For Release 2008/06/25 : CIA-RDP82-00457R011300190006-4




s,

5.

R hah..X ¥ )
Approved For Release 2008/06/25 : CIA-RDP82-00457R011300190006-4 2.

On the aversge, this coal mixture has eight percent water content, nine
to ten percent ashes, and 29 percent volatile constituents. Its granulation
{K8rnung) 1s up to 95 nercent smaller than 3 mm,

The above indicated cnal mixture Yields 80 vercent coke (wet coke from dry
conl). This coke cortains 80 rercent blast furnace coke of more that 40 mm. ,
and six to seven nercent coke of less than 10 mm. On the average, the hlast
furnace coke has wight percent water, 12 vercent ashes, one percent volatile
constituents and 1.0 to 1.15 percent sulvhur, Solidity of the blast furnace
coke: 70 vercent above 40 mr., =t application of drum test.

The plant has the following cordensing equiprent: a gas cooling installation,
an installation for tar senaration, and equipment for the washing-out of
ammonia and benzol. It alsoc hss equirment for the washing-out of nhenols
from ammonia water with the aid of light 01l {benzol fraction from 80 to

180 centiprades) and sodium hydroxide. A liter of ammonia water contains
four gram phenols. ' .

The coal 1s stamped into the ovens (St.ampfbetrieb). For the distillation of
one kilogram of coal into coke, 600 kcal are needed {Unterfeuerungsverbrauch).

In Hay 1951, the nlant started to repair the chambers of its Otto battery,
When engineer Alexander Sepileviez of the Polish Zinistry for Metallurgical
Industry vaid a visit to the DDR State Planning Cormission in February 1952,
he stated that the repair work had been successfully comvletsd by the nlantts
own technicians.
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